
Sintering is a critical step to achieving best esthetics and physical properties of the zirconia. 
Follow the steps below to ensure Zirlux Independence ML restorations are processed correctly and 
that you are providing the patient with the best possible restoration.

It is essential to follow these steps and the instructions for the speci� c sintering furnace you are using:

1. It is recommended that all adjustments to zirconia restorations be completed prior to sintering. Remove 
milling dust residue from the restoration, internally and externally.

2. Position the restoration in the sintering tray, leaving approximately 5–8mm of space between each unit.
3. Program your furnace according to its instructions for use according to the speci� c sinter program shown. 
4. Run the sintering cycle. 
5. Wait until cool-down is completed before removing the sintered restoration(s).
6. Inspect each restoration for � aws such as chips, seating, occlusion, interproximal contacts, and marginal 

integrity.
7. If necessary, make small adjustments with a water-cooled diamond milling bur using a high-speed 

handpiece polishing tool for Zirconia. Pay attention while polishing to avoid microfractures and margin 
breakage.

8. When all grinding adjustments are complete, rinse the restoration with water and dry it completely. 
Framework is now ready for veneering, stain and glaze � nishing, or alternatively, machine and/or 
hand-polishing. 

9. If full-contour staining and glazing to � nish is selected, follow the instructions for use of the stain and glaze 
system of choice for application and � ring parameters. 

Zirlux Independence ML Zirconia
Sintering GuidelinesSintering Guidelines

Exclusively Available from Zahn Dental  |  www.zahndental.com  |   (800) 496-9500
© 2026 Henry Schein, Inc. No copying without permission. Not responsible for typographical errors. 26ZS2966

2-Step Sintering for Zirlux Independence ML
Program Steps Starting Ramp Final Hold Time at Final  
 Temperature (°C/Min) Rate (°C/Min) Temperature Temperature
1 Room Temperature 4ºC/min 1500ºC 60 Minutes

2 1500ºC Natural Cooling Room Temperature N/A

Always refer to the manufacturer’s instructions for proper use and placement of the material in the furnace. 


